PLACE FILTERBAG ON DENSE ——/

MATURE GRASS OR ON AN AGGREGATE
BASE (COARSE AGGREGATE ONLY)
CONFORMING TO SECTION 1081.13

OF THE STANDARD SPECIFICATIONS

WIRE OR CLAMP BAG
SPOUT ARQUND PUMP
DISCHARGE LINE

FIGURE S1. SEDIMENT FILTER BAG

PUMP DISCHARGE LINE

ENSURE THAT RUNOFF FROM THE BAG LOCATION
IS PREVENTED FROM CAUSING EROSION BY GRASS,

STONE, OR GEQTEXTILE LINING OF DISCHARGE CHANNEL.
. REMOVE SILT WHEN BAG IS HALF FULL OR MORE

OFTEN IF RECOMMENDED BY THE MANUFACTURER.
DISPOSE OF SILT BY TRANSPORTING THE FILLED
BAG TO DISPOSAL AREA. SLIT THE BAG. BLEND
SILT INTO EXISTING TOPOGRAGHY, SEED AND MULCH

MAINTAIN EXTRA FILTER BAGS ON SITE.
REPLACE DAMAGED BAGS PROMPTLY

TYPICAL FLOX RATE: 10 GPM x W x-L
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FIGURE DI.‘ TEMPORARY COFFERDAM WITH PUMP BYPASS
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NOTE: DEWATERING SYSTEM DETAILS SHALL BE USED IN
CONJUNCTION WITH THE PROJECT SPECIAL PROVISIONS.

REVESED

FIGURE D2. STAGED IN-STREAM COFFERDAM DIVISIONA 121 -o6
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DEWATERING SYSTEM DETAILS
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